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The M2000A is a mobile network radio with RAPID technology which can be easily installed in a vehicle or as a fixed 
base station. By integrating RAPID functionality with an Android operating system, the M2000A provides users with 
instant Australia-wide coverage.

RAPID is the next generation of instant, high-speed, and secure two-way radio communications for voice and data 
applications . It is designed and built on a revolutionary all Australian secure protocol, Intelligent Radio Protocol 
(IRP®) to ensure true one-to-many communication performance. With RAPID technology the M2000A eliminates 
the coverage restrictions previously faced with traditional DMR/LMR PTT communications. Users can now use 
RAPID for both individual and group calls over cellular (4G/LTE) or Wi-Fi networks This unit has enhanced 
encryption capabilities which provide a superior level of security on transmitted messages.

THE M2000A 4G 
Push-to-Talk Broadband 
Mobile Radio

M2000 4G Features  
✔	 Separate antennas sockets for GPS and LTE connectivity
✔	 Designed for easy installation
✔	 Loud and clear audio performance
✔	 Rugged power socket and antenna connecters
✔	 Rugged accessory connectors
✔	 Built for enterprise use – 12V or 24V
✔	 Large clear 240 x 432 LCD touchscreen display
✔ Emergency button 

Accessories  
✔	 Fist Microphone
✔	 Power Cable
✔	 “U” Shape Mounting Bracket with screws
✔	 Range of 3G/4G/LTE in vehicle glass mount 

and external antennas
✔	 Range of GPS in vehicle and external mount antennas 
✔	 Rear mount Paddle antennas (base radio operation)

Specifications
Operating System
Chipset 
Connectivity
               Bands

               Wi-Fi
               GPS 
Audio
Interfaces	
               Antenna
               SIM
Dimensions 	
Weight
Protection

Android 7
MT6737
4G 
GSM: B2/B5
WCDMA:	B1/B2/B5/B8
FDD-LTE:	B1/B2/B4/B5/B7/B12 

	 B13/B17/BB28A/B28B
Supported
Supported 
4-watt speaker 

SMA Connector
Dual Micro
58 x 188 x 92mm
~425g
IP54


